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12" MEMBRANE WATERPROOFING

CONTINUOUS CLEAT- FASTEN @ 6"
O.C.

STANDING SEAM ROOF

METAL FASCIA/ SOFFIT
TRIM- FASTEN
@ 12" O.C.

SOFFIT J CLOSURE

METAL SOFFIT PANELS
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CONTINUOUS FURRING CHANNEL

BAR JOIST EXTENSION

METAL GUTTER-
SLOPE TO DOWNSPOUTS

GUTTER BRACKETS
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GUTTER STRAP @
3'-0" O.C.

TREATED WOOD NAILER

1/2" SHEATHING

TREATED WOOD NAILER

R-40 RIGID INSULATION

METAL ROOFING CLEATS

ROOF UNDERLAYMENT/WATERPROOFING
BARRIER/SHEET MEMBRANE

1.5" x METAL DECKING

STEEL ANGLE

WOOD NAILER

2"

METAL FASCIA

12" MEMBRANE WATERPROOFING

CONTINUOUS CLEAT- FASTEN @ 6"
O.C.

STANDING SEAM ROOF

METAL FASCIA/ SOFFIT
TRIM- FASTEN
@ 12" O.C.

SOFFIT J CLOSURE

METAL SOFFIT PANELS

20 GA. METAL FURRING @ 16" O.C.

CONTINUOUS FURRING CHANNEL

W 10 X 12

METAL GUTTER-
SLOPE TO DOWNSPOUTS

GUTTER BRACKETS
@ 4'-0" O.C.

GUTTER STRAP @
3'-0" O.C.

TREATED WOOD NAILER

1/2" SHEATHING

TREATED WOOD NAILER

METAL ROOFING CLEATS

ROOF UNDERLAYMENT/WATERPROOFING
BARRIER/SHEET MEMBRANE

CONTINUOUS 3/16" ANGLE

CONTINUOUS 3/16" ANGLE

11
 1

/2
"

8 
1/

2"

1'-3 1/4"

SOFFIT J CLOSURE

METAL SOFFIT PANELS

20 GA. METAL FURRING @ 16" O.C.

CONTINUOUS FURRING CHANNEL

W 10 X 12

METAL ROOFING CLEATS

ROOF UNDERLAYMENT/WATERPROOFING
BARRIER/SHEET MEMBRANE

CONTINUOUS 3/16" ANGLE

CONTINUOUS 3/16" ANGLE

SOFFIT J CLOSURE

METAL SOFFIT PANELS

20 GA. METAL FURRING @ 16" O.C.

CONTINUOUS FURRING CHANNEL

W 10 X 12

METAL ROOFING CLEATS

ROOF UNDERLAYMENT/WATERPROOFING
BARRIER/SHEET MEMBRANE

CONTINUOUS 3/16" ANGLE

CONTINUOUS 3/16" ANGLE

METAL GUTTER SUPPORT
@ 12" 0.C.
METAL GUTTER

PRE-FORMED PENETRATION FLASHING COLLAR

SET SECUREMENT RING IN CONTINUOUS BEAD OF SEALANT

STAINLESS STEEL DRAWBAND

HIGH DOMED CAPPED GASKETED FASTENERS
(SECURE FLASHING COLLAR FLANGE TO ROOFING
PANEL AND NOT TO STRUCTURE SO AS NOT TO FIX
PANEL AT PENETRATION)

WATERTIGHT SHEET METAL RAIN COLLAR
 WITH STAINLESS STEEL DRAWBAND
(OVERLAP FLASHING COLLAR BY 3" TO 4")

STRUCTURAL ROOF SYSTEM & SUPPORTS/MATERIALS AROUND
 PERIMETER OF VTR PER FLASHING & ROOF SYSTEM MANUFACTURER

CUT OVERSIZE HOLE IN ROOF DECK TO ALLOW FOR THERMAL MOVEMENT.
VENT STACKS AND OTHER PIPES SHALL HAVE A MINIMUM OF 12 INCHES
 OF CLEARANCE ON ALL SIDES FROM WALLS, CURBS, AND OTHER
 PROJECTIONS TO FACILITATE PROPER FLASHING.

SEALANT BEAD BETWEEN PIPE AND FLASHING

PLUMBING SOIL PIPE VENT

OPENING IN ROOF DECK

STANDING SEAM ROOFING
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